Thank you for your purchase.
The Operating Manual for English can be found at https://legend.refrigerantid.com
Read & Understand the Operating Manual before use.
Use proper personal protective equipment.
1. **Power On**
   Press the “Power” Button.

2. **Initialize Software**
   Press the “Next” Button.

3. **Warm Up**
   Please Wait for the Progress Bar.

4. **Go To Settings**
   If You Do Not Wish to Modify Language Settings, **Skip to Step 8**. Otherwise, Press the “Settings” Button.

5. **Select Language Icon**
   Use the “Next” Button to Scroll Through the Settings Icons, and the “Check Box” Button to Select.

6. **Choose a Language**
   Use the “Up” and “Down” Buttons to Scroll Through the Language Menu, and the “Check Box” Button to Select.

7. **Exit Settings**
   Use the “Exit” Button to Exit the Settings Menu.

8. **Select Start**
   Press the “Start” Button to Begin Your Test.

9. **Choose a Refrigerant**
   Select the Refrigerant You Intend to Test by Pressing Either the “R-134a” Button or the “R-1234yf” Button.
For the Complete User Manual in a Selection of Languages
Please Visit: https://legend.refrigerantid.com

10. Connect Hose
   After Connecting the Hose to the Analyzer, Press the “Start” Button to Begin Air Calibration.

11. Calibrating
    Please Wait for the Progress Bar.

12. Connect to Source
    After Connecting the Coupler to the Refrigerant Source, Press the “Test” Button to Begin the Test.

13. Testing
    Please Wait for the Progress Bar.

14. Disconnect from Source
    Disconnect the Coupler from the Refrigerant Source. Press the “Results” Button to View the Test Results.

15. Results
    Press “Exit” to Start a New Test. For Analyzers Equipped with a Printer, Press the “Print” Button to Print Results.

16. Select Power Down
    Power Down the Analyzer by Pressing the “Power” Button.

17. Confirm Power Down
    Press the “Yes” Button to Confirm Power Down.

18. Powering Down
    The LCD Screen Will Go Dark When Power Down is Complete.
### Legend Series Spare Parts

<table>
<thead>
<tr>
<th>Part Number</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>4-03-5004-07-0</td>
<td>R-134a Tank Adapter</td>
</tr>
<tr>
<td>5-03-1000-08-1</td>
<td>Printer Paper Roll</td>
</tr>
<tr>
<td>5-06-7000-80-0</td>
<td>Operating Manual</td>
</tr>
<tr>
<td>6-01-6000-74-0</td>
<td>AC Power Supply</td>
</tr>
<tr>
<td>6-02-6001-37-0</td>
<td>R-1234yf Tank Adapter</td>
</tr>
<tr>
<td>6-02-6001-42-0</td>
<td>Legend R-134a Replacement Hose</td>
</tr>
<tr>
<td>6-02-6001-43-0</td>
<td>Legend R-1234yf Replacement Hose</td>
</tr>
</tbody>
</table>

For Service or Support, Please Contact:

**Neutronics Inc.**  
456 Creamery Way Exton, PA 19341 U.S.A.  
Telephone: +1 610.524.8800  
Fax: +1 610.524.8807  
Email: info@refrigerantid.com  
Website: refrigerantid.com